ADDENDUM NUMBER TWO (02)

August 26, 2021

THE UNIVERSITY OF NEW ORLEANS
UNO ENGINEERING BUILDING
SECTION B - ROOF REPLACEMENT
H/S PROJECT NO. 21023

HOLLY & SMITH ARCHITECTS, APAC
2302 MAGAZINE STREET
NEW ORLEANS, LOUISIANA 70130

This addendum forms a part of the Contract Documents and modifies the original specifications and drawings issued for
bidding to the extent noted hereinafter.

Careful note of this Addendum will be taken by all parties of interest so that proper allowances are made in all
computations, estimates and contracts and so that all trades affected are fully advised in the performance of the work that
will be required of them.

GENERAL

1.1 Roof cores were taken on June 1,2021 and the report generated from that is included as part of this addendum.
1.2 Tax exemption certificates will be issued by UNO after execution of the contract by the successtul bidder.

1.3 After the awarding of the project, staging plans for construction, including activities by cranes are to be submitted

to UNO and H/S for review and approval. Areas disturbed or damaged by construction activities are to be
repaired and returned to pre-construction condition. Elevators are NOT to be used for any construction activity
for the duration of the project.

1.4 The project duration of 150 days will be maintained through bidding. If market conditions warrant an extension
of days, that will be evaluated after the bidding phase of the project is complete. At that time an extension of days
may be granted if deemed necessary.

1.5 Pre-construction Conference sign-in sheet from 8/25/2021 is attached to this addendum.

DRAWINGS

1.6 REMOVE sheet A901 in its entirety and ADD sheet A901 dated 8/26/2021 with Addendum 2 item clouded, to
the set of drawings.

This Addendum consists of the following:

e  Addendum No. 2 consisting of ONE (1) 8 2" x 11” page and ONE (1) 24”x36” drawing.
e Roof core report consisting of SEVEN (7) 8 427 x 117 pages

END OF ADDENDUM
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DESCRIPTION DATE

/A ADDENDUM NO. 2 08.26.21

A. GC SHALL COORDINATE ALL WORK AND SCHEDULE WITH THE OWNER AND ALL SERVICE 1. 2-PLY SBS ROOF ON TAPERED INSULATION. SEE ALTERNATE NO 2. 21. REWORK FLASHING ON EXIST. GALV. PIPE SUPPORT AT EXIST. EQUIPMENT PLATFORM & TIE IN TO
ELEVATION MARK W/ BOX PROVIDERS OPERATING EQUIPMENT ON THE ROOF. WORKING CLOSE TO THE FRONT OF THE 2. LINE OF RIDGE OR VALLEY IN ROOF. REPLACEMENT ROOFING. SEE DETAIL A3/A911.
\ T DIMENSION NOTES TOP OF ANTENNA ARRAYS CAN BE DANGEROUS AND THEY MUST BE TURNED OFF WHEN WORKERS 3. SLOPE ROOF DOWN TO DRAIN OR SCUPPER. 22. ROOF PROTECTION PAD, TO MATCH ROOFING SYSTEM. INSTALL PER ROOF MANUF.
INSULATION HEIGHT ABOVE ARE PRESENT. OTHER ROOF MOUNTED EQUIPMENT MAY BE SHUT DOWN FOR SHORT 4. BASE BID: EXIST. FLASHING & COUNTERFL. TO REMAIN AT POINT WHERE PARAPET WALL MEETS RECOMMENDATIONS. PROVIDE LAYOUT AS SHOWN AS WELL AS UNDER FREESTANDING PIPE /
EXISTING ROOF DECK, UNLESS PERIODS WITH THE COORDINATION OF THE OWNER & SERVICE PROVIDERS. PENTHOUSE. ALTERNATE NO . 1: REMOVE & REPLACE FLASHING & COUNTERFL. NEW FLASHING CONDUIT SUPPORTS & UNDER LIGHTNING PROTECTION ANCHORS. PROVIDE AN ADDITIONAL 50
NOTED OTHERWISE B. INTENT OF THE ROOF REPLACEMENT PHASE IS FOR THE GC TO INSTALL INSULATION, ROOFING SHALL BE REINF. LIQUID FLASH ALONG VERT. PARAPET WALL - EXTEND MIN. 4" + 4" ON PENTHOUSE LINEAR FEET OF PAD TO BE INSTALLED BY GC AT THE OWNER'S DIRECTION.
AND ALL NECESSARY ACCESSORIES, FLASHING, COUNTER FLASHING, ETC. TO PROVIDE A WALL. PARAPET WALL CAP / COPING FLASH SHALL BE TURNED UP PENTHOUSE WALL 4" AND TIED 23. PROVIDE & INSTALL ADHESIVE ATTACHED 1/2" CEMENT BOARD & ST. STEEL. COUNTER FLASHING
ELEVATION MARK W/O BOX COMPLETE, WEATHERPROOF ROOF SYSTEM. SEE ADD ALTERNATES NO 1 & 2 FOR INTO ST. STEEL RECEIVER / COUNTERFL. SIM. TO DETAIL C1/A911. W/ TERMINAL BAR AROUND BASE OF PENTHOUSE TO ALLOW THE INSTALLATION OF THE
0" EXIST DIMENSION NOTES TOP OF ADDITIONAL WORK OF REPLACING WATERPROOFING AND COPING ON THE PARAPET WALL AND 5. EXIST. WATERPROOFING AND BACKER BOARD ON BACK SIDE OF PARAPET WALL TO REMAIN IN REPLACEMENT ROOF & FLASHING.
EXISTING CONDITION ADDING A BASE WATERPROOFING LAYER UNDER THE TAPERED INSULATION. BASE BID. SEE ALTERNATE NO 1 FOR ADDITIONAL WORK. 24. EXISTING COPING, CAP FLASH, ETC. AROUND PARAPET WALL TO REMAIN. SEE ALTERNATE NO 1
REFERENCED. C. NO EQUIPMENT OR MATERIALS CAN BE BROUGHT THROUGH THE BUILDING. ALL NEW 6. SAND/SCRAPE & CLEAN EXIST. FAN HOUSINGS IN PREPARATION FOR PAINTING. PAINT WITH HIGH FOR REPLACEMENT.
SLOPE MARK MATERIALS MUST BE BROUGHT TO THE ROOF ON THE EXTERIOR OF THE BUILDING. THERE IS ZINC CONTENT EXTERIOR METAL PRIMER AND TWO FINISH COATS OF EXTERIOR ENAMEL FOR 25. COLD FORMED, GALV. JOISTS & TRACK AND CEMENT BOARD FILL TO CLOSE OPENING IN ROOF
—  INDICATES DIRECTION & LIMITED ACCESS FOR PERSONNEL VIA THE STAIR & PENTHOUSE ON THE EAST SIDE OF THE METALS THAT IS COMPATIBLE WITH THE PRIMER. FINISH COATS SHALL BE WHITE, SIM. TO EXIST. DECK LEFT BY REMOVAL OF ABANDONED CURB. SEE DETAIL A3/A912
SLOPEDN APPROX. SLOPE OF ROOF BUILDING - BUILDING ELEVATORS ARE NOT TO BE USED AT ANY TIME. 7. GALV. 1/2" EYEBOLTS ON GALV. PIPE ANCHORED TO ROOF. PROVIDE 3/16" DIA. STAINLESS STEEL 26. FILL HOLE IN ROOF DECK LEFT BY REMOVAL OF ABANDONED PITCH POCKET AND UTILITY LINE WITH
+.3/16:12 DOWN TO DRAIN OR SCUPPER D. LAYOUT/STAGING AREA WILL BE AVAILABLE ON THE SOUTH SIDE OF THE BUILDING. CABLE (1X7 WSC $S304) WITH SAFETY YELLOW VINYL COATING, FIELD LOOPED ON BOTH ENDS, 3-PART EPOXY MORTAR PATCH OR NON-SHRINK GROUT. PROTECT INTERIOR OF BLDG AND FILL
" BASED ON NOTED INSULATION COORDINATE ACCESS, PARKING AVAILABILITY AND AREA LIMITS WITH THE OWNER. PROPERLY SWAGGED & SLEEVED. 1/4" STAINLESS STEEL TURNBUCKLE WITH HOOK & EYE ENDS, SOLID FROM ABOVE TO A POINT LEVEL WITH EXIST. TOP OF ROOF DECK. FOLLOW MANUF.
ELEVATIONS E. GC SHALL MODIFY THE LIGHTNING PROTECTION CABLING SPREAD ACROSS THE ROOF TO MIN. 5" LONG. 4 EYEBOLTS & 4 CABLES, ARRANGED EQUALLY AROUND THE STACK, SHALL BE RUN RECOMMENDATIONS FOR CURING / DRYING BEFORE INSTALLING ROOF MEMBRANE.
ALLOW INSTALLATION OF THE NEW ROOF SYSTEM. THERE ARE MANY CABLE ANCHOR TO EACH STACK, . 27. EXIST. OVERFLOW SCUPPER. REWORK OPENING SIZE, REPLACE SHEET MTL FLASHING AND TIE IN
LOCATIONS NOT SHOWN ON THE DRAWINGS. GC SHALL VERIFY CONDITIONS PRIOR TO 8. EXIST. CURB & DUCT PENETRATION THRU ROOF. TEMPORARILY REMOVE DUCT & ST. STEEL COVER TO NEW ROOF. SEE DETAILS C1 & C2/A912
BIDDING. GC SHALL REMOVE AND REINSTALL ALL CABLING AND ANCHOR LOCATIONS TO / FLASHING AS NECESS. TO REPLACE ROOF FLASHING - REINSTALL AFTER REWORKING CURB 28. OVERFLOW SCUPPER. CUT OPENING INTO EXIST. CONC. PARAPET WALL, PROVIDE & INSTALL ST.
ALLOW THE PROPER INSTALLATION OF THE NEW ROOF. ANCHOR LOCATIONS SHALL BE FLASHING. STEEL FLASHING AND TIE IN TO NEW ROOF. SEE DETAILS C1 & C2/A912
INSTALLED OVER ROOF PROTECTION PADS AND SHALL NOT VOID THE ROOF WARRANTY. USE 9. EXIST. CURB W/ CONC. TOP & FAN EQUIPMENT. TEMPORARILY REMOVE CURB COUNTERFLASHING 29. 5'X 4 LANDING WITH GALV. STEEL GRATING PLATFORM ON PIPE SUPPORTS ANCHORED TO EXIST.
A LIGHTNING PROTECTION SPECIALIST TO ENSURE COMPLIANCE WITH UL, NFPA, NEC AND ALL TO INSTALL CURB FLASHING. REINSTALL COUNTERFLASHING ON EXISTING CURB WITH NEW ROOF DECK TO RESIST WIND UPLIFT. FLASH POSTS INTO ROOF. PROVIDE & INSTALL BY GC VIA
OTHER APPLICABLE LOCAL, STATE & NATIONAL CODES. COORD. WITH OWNER FOR ANY SEALANT AND GASKETED FASTENERS AFTER REWORKING CURB FLASHING. CLEAN, PREP, PRIME & DELEGATED DESIGN BY LA. LICENSED ENGINEER.
INSURANCE REQUIREMENTS. PAINT TOP SURFACE OF CONC WITH EXTERIOR PAINT & PRIMER SUITABLE FOR CONC. NOTE: 30. NON-PENETRATING PIPING / CONDUIT SUPPORT.
F. GC SHALL ENSURE THAT ALL EQUIPMENT MODIFIED FOR THE ROOF WORK IS RETURNED TO EQUIPMENT DOES NOT HAVE TO BE REMOVED FOR PAINTING. 31. CRICKET TO DIRECT WATER RUNOFF AROUND OBSTRUCTION - TYP. AT ALL CONDITIONS WHETHER
THE SAME WORKING CONDITION IT WAS IN PRIOR TO START OF WORK. COORD. WITH THE 10. REPLACE EXIST. METAL BOX ENCLOSURE W/ SIM. ENCLOSURE FABRICATED FROM PREFIN. ALUM. SHOWN OR NOT
OWNER TO RESTART ALL IMPACTED ITEMS. THIS INCLUDES: ANCHOR TO NEW ST. STEEL CURB AROUND EXIST. UTILITY LINES. SIM TO DETAIL A4/A911.
F.1. PROPERLY DISCHARGING, CAPTURING REFRIGERANT & RECHARGING ANY HVAC 11. PREFIN. ALUM. COWL & ST. STEEL CURB AT LOCATION OF DEMO'D PITCH POCKET. TEMP.
EQUIPMENT WITH WORK TO REFRIGERANT LINES. DISCONNECT ELECT. LINES AS NECESS & RECONNECT AFTER INSTALLING COWL. REPLACE WIRING
F2. PROPERLY RECONNECTING ELECTRICAL EQUIPMENT WHERE SWITCHES, WIRING, AS NECESS. TO PROVIDE ANY ADDITIONAL LENGTH NECESS. REPLACE ALL CONDUIT ABOVE ROOF
LIGHTNING PROTECTION, GROUNDING, ETC. IS IMPACTED. LINE.
G. GC SHALL RETURN ALL ITEMS NOTED TO BE TEMPORARILY REMOVED BACK TO THE 12. PROVIDE & INSTALL ROOF DRAIN ASSEMBLY - COATED CAST IRON BODY; LARGE, SLOTTED,
CONDITION THEY WERE IN PRIOR TO THE START OF WORK. LOCKING, POLYPRO DOME STRAINER; NON-PUNCTURING, COMPRESSION CLAMP RING ADD EXTRA
H. GC SHALL COMPLETELY REMOVE AND LEGALLY DISPOSE OF ALL ITEMS NOTED AS SUCH AND WIDE FLANGE & ADJ. EXTENSION AS NECESS. TO WORK WITH EXIST. CONDITIONS; BY JOSAM OR EQ.
PATCH OPENINGS IN ROOF DECK. LEAVING A CLEAN SURFACE READY FOR ROOF SYSTEM - AFTER REMOVAL OF EXIST. DRAIN. INCLUDE RECESSED SUMP AREA AROUND DRAIN. FLASH TO
INSTALLATION. TERMINATE & CAP ANY UTILITIES BELOW THE ROOF DECK WITHOUT IMPACTING ROOF & TIE INTO EXIST. PLUMBING LINES. PROVIDE FULL ROOF DRAIN ASSEMBLIES, NO RETROFIT
ANY OTHER ITEMS CONNECTED TO THE SAME UTILITY LINE. PROPERLY DISCHARGE, CAPTURE SYSTEMS SHALL BE USED. SEE DETAILS B1 & B2/A911.
& DISPOSE OF ANY REFRIGERANT. 13. TEMPORARILY REMOVE EXIST. FAN ON CURB TO INSTALL ROOF AND FLASHING. REINSTALL FAN
. GC SHALL PROVIDE MINOR MODIFICATIONS TO THE DUCTS AT THE EXHAUST FANS IF THE TOP HOUSING. ADD PR. TRT'D 2X BLOCKING TO PROVIDE MIN. 8" BETWEEN TOP OF ROOFING AND TOP
OF THE FAN CURB MUST BE RAISED TO MEET FLASHING CLEARANCES CALLED FOR IN THE OF CURB. MODIFY EXIST. DUCT IF NECESS. SEE DETAILS A1 & A2/A911.
DRAWINGS / SPECS. 14. EXIST. PIPE SUPPORT TO REMAIN AFTER REMOVAL OF PITCH POCKET OR EXIST. FLASHING. FLASH
IN TO REPLACEMENT ROOFING. TYP. ALONG RACEWAY RUN OR PLATFORM. SEE DTL A3/A911.
15. EXISTING LIGHTNING PROTECTION SPIKES & BASES INSTALLED THRU THE EXIST. COPING TO
REMAIN IN BASE BID. THIS OCCURS AT MANY LOCATIONS, GC TO VERIFY CONDITIONS. SEE
ALTERNATE NO 1.
16. TEMP. REMOVE EXIST. LIGHTNING PROTECTION TIE-DOWN ON ROOF. REINSTALL ON ROOF
PROTECTION PAD AFTER ROOF REPLACEMENT. THIS CONDITION OCCURS AT MANY LOCATIONS
AROUND ROOF, GC TO VERIFY CONDITIONS.
17. REWORK LIGHTNING PROTECTION PENETRATION THRU ROOF TO PROVIDE COWL FLASHED IN TO
ROOF. MODIFY OR REPLACE CABLING AS NECESS. TO PROVIDE ANY ADD'L LENGTH REQ'D.
18. REPLACE LEAD FLASHING & FLASH VENT THRU ROOF INTO REPLACEMENT ROOFING. EXTEND PIPE
AS NECESS. TO MEET MIN. FLASHING DIMENSIONS CALLED FOR IN THE DETAILS & SPECS. SEE
DETAILS B3 & B4/A911.
19. REWORK FLASHING AROUND PIPE & PROVIDE / INSTALL RAIN COLLAR SIMILAR TO TYP. PIPE
PENETRATION DETAIL A3/A911.
20. OWNER OR SERVICE PROVIDER SHALL TEMPORARILY REMOVE LADDER TO ALLOW ROOF
REPLACEMENT AND REINSTALL AFTER ROOF WORK IS COMPLETE. GC TO COORDINATE
SCHEDULE.
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HOLLY 8& SMITH ARCHITECTS

SIGN-IN SHEET
PRE-BID CONFERENCE

THE UNIVERSITY OF NEW ORLEANS
Roof Replacement - Section B - Engincering Building
H/S PROJECT No. 21023

Wednesday, August 25, 2021 @ 10:00am

NAME COMPANY PHONE NO. EMAIL ADDRESS

Rob Garcia H/S Architects 504-585-1315 r.garcia@hollvandsmich.com

Rohit Sood H/S Archirects 504-585-1315 rohit@hollyandsmith.com
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ROOF-TECH

i1 shelter from ih
Facility: =~ UNO Main Campus Engineering BLD
Main Campus
2000 Lakeshore Dr.

Field Report

SWO#: 21735
Start Date: 6/1/2021
Finish Date: 6/1/2021
Forman: Cory Lott

New Orleans, LA 70148 Bill To: UNO Main Campus
2000 Lakeshore Drive - Suite 112

Contact: Melanie Champagne bt Bsrai SRk

Faclity Phone:.  :504.280.7260 New Orleans, LA 70148

R 504-908-6314 Contact: Melanie Champagne - 504-280-7265

C-PO#: 2828

Type of Work: Core Cuts-Manufacture Req.
Scope of Work:

Make 5 core cuts
Call John Young for access 504 650-9930
Office # 504 280-1265

Work Performed
Tech Made 5 Core Cuts Concrete Deck

UNO Engineering Bld

Section #1 (68" ISO)

Section #2 (4" 1SO) Wet

Section #3 (6" ISO) Very wet holding water
Section #4 (6" ISO) Wet

Section #5 (6' ISO)

Recommended Action

6/1/2021 1:00:02 PM

631 Manhattan Blvd., , Harvey LA 70058
Tel: 504.366.9283 Fax: 504.364.6413


r.garcia
Rectangle


Field Report Facility: UNO Main Campus Engineering BLD
Work Order #: 21735 Address Main Campus, New Orleans

Location # 3 Pic #2 water Location #1 Pic #2

Location #1 Location #2 Pic #2 Wet

6/1/2021 1:00:02 PM 631 Manhattan Blvd., , Harvey LA 70058 Page 2 of 6
Tel: 504.366.9283 Fax: 504.364.6413



Field Repor[ Facility: UNO Main Campus Engineering BLD
Work Order #: 21735 Address: Main Campus, New Orleans

Location #2

Location #4 Wet

6/1/2021 1:00:02 PM 631 Manhattan Blvd., , Harvey LA 70058 Page 3 of 6
Tel: 504.366.9283 Fax: 504.364.6413



Field Report Facility: UNO Main Campus Engineering BLD
Work Order #: 21735 Address Main Campus, New Orleans

Location #5 Repair Location #1

Repair Location #2 Repair Location #3

6/1/2021 1:00:02 PM 631 Manhattan Bivd., , Harvey LA 70058 Page 4 of 6
Tel: 504.366.9283 Fax: 504.364.6413



Field Report Facility: UNO Main Campus Engineering BLD
Work Order #: 21735 Address: Main Campus, New Orleans

i

Repair Location #4 Repair Location #5

6/1/2021 1:00:02 PM 631 Manhattan Blvd., , Harvey LA 70058 Page 5 of 6
Tel: 504.366.9283 Fax: 504.364.6413



Field Report Facility: UNO Main Campus Engineering BLD
Work Order #: 21735 Address: Main Campus, New Orleans

6/1/2021 1:00:02 PM 631 Manhattan Blvd., , Harvey LA 70058 Page 6 of 6
Tel: 504.366.9283 Fax: 504.364.6413
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